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is done in darkness, forehead- 
a power source attached to a 



BACKGROUND OF THE INVENTION 
Field of the Invention 

The present invention relates to LED illuminator designed to be attached to a 
headgear or equivalent and comprising one or more light emitting semiconductor light 
sources, especially LEDs (Light Emitting Diode), a frame, an electronics control part 
for controlling the semiconductor light sources, and a fixing part for fixing the 

illuminator. 

Brief Discussion of the Related Art 

For example in orienteering, when orienteerinc 
lamps consisting of an incandescent illuminator and, 
forehead band are used. The forehead-lamp has a good illuminating efficiency, and 
its placement on the forehead band allows the person to move freely in the terrain 
and read the map without the person having to carry any hand-held illuminator ,n 
his/her hands. 

The biggest drawback of present forehead, lamps is the large size of the 
incandescent illuminators and the high power consumption of the incandescent lamp. 
This also requires a large power source. In addition, due to the large s.ze of the 
incandescent illuminators, present forehead-lamps are relatively ugly in appearance 

For example, specification US-B2-6, 659.6 18 discloses an illuminator attached 
to a cap and using a light source consisting of a number of separate LEDs placed 
side by side. The LED has a very low power consumption and also a very small size, 
so it can be used to form illuminators of a relatively small size. 

A drawback with the solution disclosed in the aforesaid US specification .s that 
it is difficult to fit the illuminator inside the visor qf the cap, and, as it consists of 
several separate LED units, it also requires a relatively large space. 
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SUMMARY OF THE INVENTION 

The object of the present invention is to overcome the drawbacks of prior art 
and to create a compact LED illuminator module for a headgear or equivalent that 
can be easily fixed and allows the illuminator to be very effectively precision-a.med at 

5 a desired target. 

By using the invention, it is possible to produce precision-directed LED 
illuminator modules integrated with a headgear, which are applicable for personal use 
e.g. in caps, surgeon's headgear, helmets, such as protective helmets, and in div.ng 

masks. , , , . . 

1 o It is also possible to use different and differently colored light modules, which 

work together or separately. They may be fixed or movable. They are precis,on 
positioned and precision directed in a given direction. The aim is to ,llum,nate the 
target and to make both hands free for only the intended action, such as e.g. a LED 
nominator attached to a cap according to the personal "Led It See" illuminator system 
1 5 as illustrated in Fig. 1 . It can also be attached to a helmet or diving mask etc. 

Further scope of the applicability of the present invention will become apparent 
from the detailed description given hereinafter. However, it should be understood that 
the detailed description and specific examples, while indicating preferred 
embodiments of the invention, are given by way of illustration only, since var.ous 
20 changes and modifications within the spirit and scope of the invention will become 
apparent to those skilled in the art from this detailed description. 
BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention will become more fully understood from the following 
detailed description and the accompanying drawing, which is given by way . of 
25 illustration only, and thus Is not limitative of the present invention, wherein: 
Fig. 1 presents a LED illuminator attached to a cap or equivalent, and 
Figs. 2 and 3 present another LED illuminator according to the invention in an 
opened position as seen from above and from below. 
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Fig 1 presents a LED illuminator module according to the invention, designed 
,o be attached to a headgear and comprising a frame 1. 2, a rectangular LED umt 3, 
which for example in Fig. 1 consists of six LEDs 4 placed side by side, and an 
electronics part 5. which is provided w«h a switch 6 for switching .he „lum,na,or 
, on/off. A battery or the like for the suppiy of electric power to the Illuminator can be 
mounted separately and is not shown in Fig. 1. 

. The frame 1. 2 consists of two curved visor-shaped frame parts 1, 2 placed 
one over the other, which can be folded against each other so that the visor rema.ns 
between .hem, and they can be fastened .o .he visor and <o each other by means of 
10 push-on snap-on fasteners 7. so .he illuminator can be easily attached to tee v.sor 
a nd detached from It when necessary. The visor can then be addttionally coated e.g. 
with fabric. The electronics part 5 is connected to the back part of the frame part 1 . 2, 
so it will not be a hindrance to the aiming of the LEDs. 

,n a corresponding manner, it is possible to implement a LED ,llum,nator (F*. 
15 2-3) designed to be attached to the visor of a helmet and comprising a LED umt 13 
with LEDs and rectangular frame parts 1 1 . 12, which can be folded together ,n . 
corresponding manner and fastened by means of snap-ot, fasten*.*. The frame part 
can be provided wKh an opening 18 for the electronics part and w,.h holes 19 for the 

fasteners. 4l# , . cn a 

The LED control electronics consist of a resistor controlling each LED, 
switch and a direct-current source. The luminous efficiency of the illuminator can be 
varied by varying the number and luminous efficiency of the parallel LEDs. 

It is obvious to the person skilled in the art .hat different embodiments of the 
invention are no. limited to .he example described above, but that .hey may be varied 
26 within the scope of the claims presented below, t may also be a water-hght (IP class 
55 and upwards, encapsuiated LED unit designed to be attached to protect 
helmets (motor vehicle drivers' helmets, miners' he,me.s, pmfessiona. *» 
he,me.s>. The module can also be provided w*h UV LEDs tor use by 
determining toe authenticity of persona, documents etc. on a road, ,n s,tu). Lkew.se, 
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IR LEDs can be used for special functions, Th6 structure of the precision-directed 
LED unit is the same in all applications. Vertical as well as azimuth alignment is done 
manually. 

The invention being thus described, it will be obvious that the same may be 
varied in many ways. Such variations are not to be regarded as a departure from the 
spirit and scope of the invention, and all such modifications as would be obvious to 
one skilled in the art are intended to be included within the scope of the following 

i 

claims. 
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